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KEY FACTS

•	 Mountable to all conventional carrier vehicles.

•	 Can also be used as gripper for material handling.  

•	 Robust and long-lasting, low-wear and low-service.

•	 KTL-primed (cathodic dip-coating) and powder coating.  
Made of high-strength Hardox ® steel.

OPTIONS

•	 Fine rake: 
Easy attachment to Woodcracker ® G.  
Used for thorough and extensive floor cleaning. 

fine rake

Gripper fingers 
adapt individually 
to the material

Toggle lever creates a  
large range of motion

Through the optimized form the clearing 
rake can grip & handle a large amount 
of material. 

also  
available without 
gripper fingers

Woodcracker ® G without gripper fingers 

PRODUCT INFO



44 45Woodcracker ® G – The clearing rake to prepare tree cuts and materials on the forest floor.

TECHNICAL DATA

Working width (in) 33 49 65

Deadweight (incl. gripper fingers) (lbs) 1,300 3,100 3,500

Recommended pump flow capacity 1)  (gpm) 11 - 16 13 - 24 13 - 24

Recommended operating pressure 1)  (psi) 2,900 - 3,600 2,900 - 3,600 2,900 - 3,600

Service weight of carrier vehicle 2)  (tons) 7.5 - 15 15 - 22 20 - 25

Optional: Gripper fingers • • •

Optional: Fine rake • • •
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1) Depending on operating mode or equipment.  2) Depending on specifications of the operation vehicle.  • available  - not available

APPLICATION AREAS

•	 Cleaning and caring for large areas. 

•	 Collecting tree cuts and root materials.

•	 Landscape maintenance. 

•	 Supporting follow-up machines (transport and chipping).

•	 Crop manipulating/handling.  

•	 For land clearing and tree service companies.

THE ROBUST 
CLEARING RAKE 

Woodcracker ® G1250 with fine rake.

Clearing and caring of large areas.

Chipping of the harvested material.

Very large capacity.

The gripper fingers adjust individually to the crop. 


