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Gripper opening stroke (in) 50 68

Deadweight (incl. Rotator) (lbs) 1,230 2,320

Recommended pump flow capacity 1)  (gpm) 8 - 24 16 - 50

Recommended operating pressure 1)  (psi) 2,600 – 4,350 1,450 – 4,350

Service weight of carrier vehicle rigid 2)  (lb) 6,600 – 22,100 33,100 – 61,800

Service weight of carrier vehicle cardanic 2)  (lb) 6,600 – 33,100 33,100 – 132,300

Rotator RT10 RTW28

Optional: Saw unit (included service kit) • -
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ENDLESSLY  
ROTATABLE 
ROTATOR

TECHNICAL DATA

THE WOOD GRIPPER FOR 
MATERIAL HANDLING.
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1) Depending on operating mode or equipment.  2) Depending on specifications of the operation vehicle. 
  • available  - not available

CHECK OUT YOUR BENEFITS!
•	 High gripping force: boosted power with oversized cylinder.

•	 Endless rotation: 360°

•	 Easy workflow: simple operation.

•	 Saw unit available as an option for the WG1270.

•	 Durable KTL powder coating for long-term corrosion protection.

•	 Components made from Hardox® steel for extreme strength and 
wear resistance.

POWERFUL  
GRIPPER FINGERS
•	 for maximum of safety  
    and perfect grip

•	 oversized cylinder

BIG GRIPPER  
OPENING STROKE

STRONG GRIP.  
SMOOTH HANDLING.

ONLINE

3-finger-gripper for excavator

VIDEO

To operate the products, the excavator needs two double acting hydraulic circuits + 24V DC.


